BCounter specifications (continued)

Model name
Item

LH70-1

LH70-2 LH70-3 LH71-1 LH71-2 LH71-3

SONY

Segmented error
compensation

— 32 sections max. (Requires a scale with a reference point)

Line hole function

= Input angle, number of holes and pitch of the holes.

Scaling function

— 0.100000 to 9.999999

Program function

Coordinates of datum points can be programmed via:
1.Manual programming by the keypad
— 2.Automatic programming while machining
3.Mirror image function when the program is executed
4.Canned cycles (Bolt hole, Line hole, ARC) can be inserted into the program

Angle display function

Angle value displayed when using the Digiruler scale and entering
the diameter and signal resolution

Power save function

LED display turns off after a user-definable period of time.

Navigation function

Status and Navigation LEDs

Power supply

12VvDC
100 to 240VAC£10% (When using AC adaptor)

Power consumption

Max. 25VA (connected at AC power supply)

Operating temperature

0 to 40°C (no condensation)

Storage temperature

-20 to 60C(no condensation)

Mass

Approx. 1.5kg

BAC adaptor

Model name
PSC-21 PSC-22 PSC-23
Item
Input voltage 100 to 240VAC£10%
Output voltage 12VDC (3A)
Destination For Japan only* \ For U.S.A. only* For Europe and other countries

*When using under 200VAC, a cable capable of 250VAC must be used.

& Safety notice: Prior to use, be absolutely certain to read and understand the
Operating Instruction to ensure proper use of this product.

@ Specifications and dimensions listed in this brochure are subject to change without notice due to product improvement.
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Scale Unit

SJ300 SERIES

DRO Display Unit

LH70/71 SERIES

Magnescalee

SJ300 series
The “SJ300” Magnescale features a unique flexible head and scale mechanism which
combine to reduce installation time, and still maintain Sony’s legendary resistance to oil,
dirt and coolant.

LH70 series

The “LH70” DRO display unit combines popular, easy to use functions for both Mills and
Lathes.
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